
    PARK STANDARD DETAILS

TREATMENT AREA
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SCALE:  1" = 1'-0"

CLEAN OUT SHALL BE LOCATED

AT THE BEGINNING OF EACH PIPE

RUN. REFER TO PLANS FOR

LOCATION REFER TO DETAIL

PSD DR-10

SOLID PVC RISER

18" MINIMUM DEPTH TREATMENT

SOIL. SOIL SHALL HAVE A MINIMUM

INFILTRATION RATE OF 5" TO 10"

OF PERCOLATION PER HOUR, FULL

DEPTH OF TRENCH.  TREATMENT

SOIL SHALL BE COMPOSED OF 60%

ASTM C-33 SAND, 30% USCC STA

CERTIFIED COMPOST, AND 10%

SMALL WOOD CHIPS.

UNCOMPACTED SUBGRADE

FINISHED GRADE SURFACE

PLANTED WITH APPROVED PLANTS,

TYP. INCLUDING SIDE SLOPES

NOTE:

1.   WHERE INFILTRATION TRENCH BEGINS ADJACENT TO PAVING, THE SLOPE

      AND OFFSETS SHALL BE PER DETAIL.

2.   TREATMENT SOIL: REFER TO APPENDIX L OF THE ALAMEDA

      COUNTYWIDE CLEAN WATER PROGRAM, C.3 STORMWATER TECHNICAL

      GUIDANCE MANUAL FOR IMPORTED MATERIAL SPECIFICATION.

3.   IN SITUATIONS WITH HIGH WATER TABLE, TRENCH SHALL BE LINED ON

      SIDES AND BOTTOM WITH A WOVEN GEOTEXTILE FABRIC, MIRAFI 500 X,

      OR EQUAL, TO PREVENT INFILTRATION. 12" DEPTH SHALL BECOME 3".

4.   NO WOOD BARK SHALL BE PLACED IN TREATMENT AREA. ROCK OF INERT

      MULCH OK AS APPROVED.

HINGE POINT OF INFILTRATION

TRENCH SIDE SLOPE

6" DIAMETER, PVC PERFORATED

PIPE TO STORM DRAIN, SEE PLAN.

SLOPE TO BE 0.5% MINIMUM.

REFER TO GRADING PLAN FOR

PIPE DIAMETER AND DEPTH

AS REQUIRED TO MEET

ALAMEDA COUNTYWIDE STORMWATER

PERMIT SECTION C.3
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3/4" CLASS 2 PERMEABLE

AGGREGATE

VARIES- SEE PLAN

6"

PONDING

MIN.
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